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SUPERSTUDIO VILLAGE



DIMENSIONS

CAPACITY

ELECTRICITY

HVAC 30.000 [mc/h]
Remote system regulation humidity,
temperature and air recycling

27.80 x 31.90 m

ELECTRIC POWER

AIR/HEATING SISTEM

LIGHTING

Area:

Free WI-FI 300 Mbps - limited 10 Mbps
/ client

200 kg/mt max for the primary beam

8 toilets and 1 disable toilet 

60 W power per light

8 emergency double doors

Connected with Cube, Foyer and others spaces through several doors.

Dimensions:

Gala dinner:
Conference:

8 extra toilets and 1 disable toilet,
integrable based on availability

4.000 Kelvin

Standing:

Dedicated WI-FI for the event

887 sqm

490 pax
800 pax

UPS 320 kw in the near future

1.000 pax

Generating set 1.000 kw in the near
future

11.15 m
8.10 m

SUPERSTUDIO VILLAGE

Shed

HANGING POINTS

EMERGENCY EXITS

EXTRA NOTES

CONNECTIVITY

TOILETS

H max:
H min:

2 x 63 ampere - 400V
2 x 125 ampere - 400V

22 x 16 ampere - 230V

8 x 32 ampere - 400V
4 x 16 ampere - 400V

White led dimmable via DALI400 kw 
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DIMENSIONS

CAPACITY

ELECTRICITY

SUPERSTUDIO

Cube
VILLAGE

HVAC 62.000 [mc/h]   - (n°2 x 31.000 mc/h)
Remote system regulation humidity,
temperature and air recycling

18.70 x 26.40 m

ELECTRIC POWER

AIR/HEATING SISTEM

LIGHTING

Area:

Free WI-FI 300 Mbps - limited 30 Mbps
/ client

500 kg/mt max for the primary beam

4 toilets and 1 disable toilet 

60 W power per light

5 emergency double doors

The space is connected to both the Shed and the Foyer areas through multiple access
points. There are no stairs, ensuring full accessibility and seamless movement between
spaces.

Dimensions:

Gala dinner:
Conference:

8 extra toilets and 1 disable toilet,
integrable based on availability

4.000 Kelvin

Standing:

Dedicated WI-FI for the event

690 sqm

490 pax
625 pax

UPS 320 kw in the near future

800 pax

Generating set 1.000 kw in the near
future

14.20 m

HANGING POINTS

EMERGENCY EXITS

EXTRA NOTES

CONNECTIVITY

TOILETS

H max:
14 x 63 ampere - 400V
7 x 125 ampere - 400V

14 x 16 ampere - 230V

14 x 32 ampere - 400V
14 x 16 ampere - 400V

White led dimmable via DALI700 kw 
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DIMENSIONS

CAPACITY

ELECTRICITY

SUPERSTUDIO

Line
VILLAGE

HVAC 30.000 [mc/h]
Remote system regulation humidity,
temperature and air recycling

59.40 x 13.46 m

ELECTRIC POWER

AIR/HEATING SISTEM

LIGHTING

Area:

Free WI-FI 300 Mbps - limited 30 Mbps
/ client

250 kg/mt max for the primary beam

3 toilets and 1 disable toilet 

60 W power per light

8 emergency double doors

Dimensions:

Gala dinner:
Conference:

4 extra toilets and 1 disable toilet,
integrable based on availability

4.000 Kelvin

Standing:

Dedicated WI-FI for the event

768 sqm

430 pax
710 pax

UPS 320 kw in the near future

950 pax

Generating set 1.000 kw in the near
future

8.00 m

HANGING POINTS

EMERGENCY EXITS

CONNECTIVITY

TOILETS

H max:
2 x 63 ampere - 400V
2 x 125 ampere - 400V

22 x 16 ampere - 230V

8 x 32 ampere - 400V
4 x 16 ampere - 400V

White led dimmable via DALI250 kw 

The space is linked to the Line area through an external tunnel, allowing for easy access
between the two zones.

EXTRA NOTES
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